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POS DESCRIPTION PART [QTY COMMENTS
1 |Lockcylinder 400848 | 1

2 |Indicating Stick 401619 1

3 [Locking Wedge Round 12 & 14 302332 | 2

L |Guide bolt 400674 | 2

5 |Lock Axle 400629 [ 1

6 [Spring 640101 2

7 |Hex Head Screw 6 x 16 610109 1 (8.8 Zinc plated ISO 4017
8 |Quick Attachment 12 EC15 100447% | 1 |..or Quick Attachment 14: 100446
9 |6 Channel Block 200213 1

10 |Adapter 10104 2 |132-04-04

11 |Adapter 710106 2 [132-06-06

12 |Quick coupler 790113 2 13820 Cejn 10 525 6204
13 _|Skottadapter Straight #0242 | 2 |1265-06-06

14 [Nut (Skott) #0252 | 2 |1275-06

15 [Plug 1504 2 |VSTIR38ED

16 [902 Adapter 10177 2 [537-04-04

17 |Socket Head Screw 10 x 30 610452 2 [12.9 Untreated ISO 4762
18 [Socket Head Screw 16 x 80 610528 [ 12 |12.9 Untreated ISO 4762
19 [Hydraulic Hose 140222 | 2

20 |Hydraulic Hose 740104 [ 1

21 |Hydraulic Hose 740105 1

22 [Flat Hex. Nut M16 610947 | 2 |DIN 439B Lag

23 |Hex. Nut M6 Nylon Lock 610921 1 _[DIN 985

18
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